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NOTES: 5X 2.92mm (SMK) FEMALE 2.00 |§ =
PER MIL—STD-348 o
1. MATERIAL & FINISH: FIGURE 323-2 1.00 i a &
1.1 HOUSING: GREY PAINT OVER RoHS COMPLIANT > g
CHEMICAL CONVERSION COATED ALUMINUM I o 3
1.2 CONNECTORS: 5X .38 T
1.2.1 HOUSING: PASSIVATED STAINLESS STEEL N
1.2.2 BEADS: KEL—F(PCTFE) AND ULTEM 1000 ' <
1.2.3 CENTER CONTACT: GOLD PLATED s N
BERYLLIUM COPPER
1.3 SCREWS: STAINLESS STEEL 2X .65
MIDWEST
2. SPECIFICATIONS: AR5
2.1 FREQUENCY RANGE: 6 TO 40 GHz 1.30 () MFR 34078 @\
2.2 IMPEDANCE: 50 OHMS NOMINAL FREQ. 6—40 GHz
2.3 INSERTION LOSS (MAX): 2.6 dB (EXCLUDING PWD—5536—-04-29M-79 \
POWER DIVISION LOSS)
2.4 ISOLATION (MIN): 13 dB 2X 2105
2.5 VSWR (MAX): 1.8:1 (ALL PORTS) J5 J4 J3 J2
2.6 OUTPUT UNBALANCE (MAX): I | | T ]
2.6.1 AMPLITUDE: 1.0 dB 11 b“lﬂ IIil“ljI LI
2.6.2 PHASE: 14° % % % %
2.7 INPUT POWER (MAX): 30W (ALL OUTPUT LOADS : ; : :
WITH VSWR < 1.2:1)
2.8 OPERATING TEMP. RANGE: —55°C TO +85C ——| =— 5X .19 1.82 =— .09
2.9 WEIGHT: 2.0 oz NOMINAL
.25 3X .50 ’—7
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