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Lé% (EDIZIMINANT WAVELENGTH) IF=20mA YELLOW 590nm TYP, TRD4- 9 5, L g TRP4-
VF (FORWARD VOLTAGE)  IF=20mA GREEN 2.2V TYP, s 4X 75 DOHMS
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DIELECTRIC WITHSTANDING: 750 VAC SHIELD 7777
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PLASTIC HOUSING: THERMOPLASTIC PBT, BLACK 0665 [16.89]
FLAMMABILITY RATING UL 94V-0 USB MECHANICAL:
CONTACT PLATING: 30 MICRO-INCH HARD GOLD PLATING OR EQUIVALENT. MATING FORCE: 35 NEWTONS MAXIMUM
30 MICRO-INCH MIN NICKEL UNDERPLATE, UNMATING FORCE: 10 NEWTONS MINIMUM
PINS: TIN-COATED COPPER WIRE, DIA 0,016 AND DIA 0.018 INCH. conTaCT: PROSPHER BRONZE,
100 MICRO-INCH MIN MATIE TIN., PINS ARE SOLDER DIPPED, 30 MICRO-INCH GOLD PLATING ON CONTACT
METAL SHIELD: NICKEL PLATED ON COPPER ALLOY, AREA AND LEAD-FREE TIN ON SOLDER TAIL,
(ALL GROUND LEADS ARE SOLDER DIPPED) 5. THE PRODUCT IS PATENTED, THE PATENT NUMBER ARE
(1] MARK PART WITH MFG, LOGO, MFG. NAME, PART NUMBER, DATE CODE U.sS. PAT. 7,123,117,
2] MARKING "PATENTED”, 6. THE PART IS RECOMMENDED FOR WAVE SOLDERING,
¢ WMAUs UL RECOGNIZED - FILE #F196366 AND E169987, EEEEU@GXESAT,EDD EEQECEJSB/SE MSADXLDERING CONDITION IS
3, JACK CAVITY CONFORMS TO FCC RULES AND REGULATIONS, '
4, THE PRODUCT IS RoHS COMPLIANT, REV. : B |page : 3
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NOTES
THE SHADED AREA ON THE CUSTOMER BOARD ARE
RECOMMENDED TO BE CLEAR OFF ANY VIA HOLE OR
COMPONENT PAD,
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NOTES:

THE DISTANCE OF PANEL INSIDE SURFACE RELATIVE TO FRONT SURFACE OF PART IS ONLY A SUGGESTION,
IN CASE THIS DISTANCE IS DIFFERENT, THE REQUIRED PANEL OPENING DIMENSIONS CHANGE ACCORDINGLY,

PACKING INFORMATION
PACKING TRAY : 0200-0148-48 (TOP>
0200-0148-49 (BOTTOM)
PACKING QUANTITY : 60 PCS FINISHED GOODS PER TRAY
8 TRAYS (480 PCS FINISHED GOODS> PER CARTON BOX

NOTE : CARDBOARDS ARE PLACED BETWEEN LAYERS OF PACKING TRAY INSIDE CARTON BOX
(INCLUDE THE UPPERMOST AND LOWERMOST TRAY>
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