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HIPOT (Isolation Voltage): 2250 VDC IRD4+ 8 —| /  IRP4+
100% OF PRODUCTION TESTED TO COMPLY WITH RCT4 7 H
IEEE 802.3 ISOLATION REQUIREMENTS. “
BALANCED DC LINE CURRENT 500 mA MAX, @ 57 VDC TRD4- 3 .-.-.- —| 8 TRP4-
FOR 200 MILLISECONDS Vel 13
350 mA MAX. @ 57 VDC CONTINUOUS
ED 1 & LED 2 VC2 14 4% 12nF 100V
VF (FORWARD VOLTAGE) IF=P0mA GREEN 2.2V TYP. VL3 10 i 75 OHMS
YELLOW 21V TYP VL4 16
D (DOMINANT WAVELENGTH) IF=20mA GREEN  565nm TYP. 19 Q
YELLOW 590nm TYP.
1000pF 2KV
OPERATING TEMPERATURE: _40°C TO 85°C GREEN \YE'—'—DW P
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PLASTIC RHOUSING:  THERMUOPLASTIC PBT
FLAMMABILITY RATING UL 94V-0

|_ CONTACTS PLATING: S50 MICRO-INCH HARD GOLD PLATING

.Ii“\-.. .-/'Z. PINS: TIN-COATED COPPER WIRE, DIA 0.018 INCH.
~ METAL SHIELD: NICKEL PLATED ON COPPER ALLOY.
| T~ | (ALL GROUND LEADS ARE SOLDER DIPPED)
i " T~ \ JACK CAVITY CONFORMS TO FCC RULES AND REGULATIONS.
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2,150 [54.61] J—-—.l &) 0.305 [7.75]
o) 0.125 [3.17]
= 0.260 [6.61]
MARK PART WITH MFG LOGOMFG NAME, PART NUMBER = 0.320 [8.131]
AND DATE CODE. 0600 [15 247
RoHS COMPLIANCE, PER EU DIRECTIVE 2002/95/EC. 0'700 [17'78]
c“US UL RECOGNIZED - FILE #E196366 AND E169987. 0'.800 [80..38]
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RECUMMENDED PCB FUOUOTPRINT

COMPUONENT SIDE VIEW
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NOTE S:

THE SHADED AREA UN THE CUSTUMER BUARD ARE
RECOMMENDED TO BE CLEAR OFF ANY VIA HOLE OR

CUMPUNENT PAD.
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2002/95/EC

SUGGESTED PANEL [OPENING

METAL PANEL
.34 [59.03]

0,060 [14.22]

0.080 [2.03]

_ ) &
~ 770N R

PCEB

NOTE S:

THE DISTANCE 0OF PANEL INSIDE SURFACE RELATIVE TO FRONT SURFACE OF PART IS ONLY A SUGGESTION,
IN CASE THIS DISTANCE IS DIFFERENT, THE REQUIRED PANEL UOPENING DIMENSIUONS CHANGE ACCURDINGLY,

PACKING INFORMATILN

PACKING TRAY : 0200-9999-B4 (10UP)
0200-9999-Bo (BUT TUMD

PACKING QUANTITY :+ 24 PCS FINISHED GUOUODS PER TRAY
10 TRAYS (240 PCS FINISHED GUODS> PER CARTUON BOX
NOTE + CARDBUARDS ARE PLACED BETWEEN LAYERS UOF PACKING TRAY INSIDE CARTON BOX
(INCLUDE THE UPPERMOST AND LOWERMOST TRAY)
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